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8MM HI-TENSILE 
BULK SAFETY CHAIN
TE12M95

CM quality safety chain is manufactured to Grade 70 

which exceeds NZS5467. Rated for use up to 2000kg, 

this long-link 8mm high tensile chain is approved for 

light trailers. Every fourth link is stamped.

Available at any length. 

Test certifi cates available upon request.
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8MM TRAILER SAFETY CHAIN 
& SHACKLE
TE12M81

Comes with 1 x certifi ed 

11mm pin high-tensile 

dee shackle and 

1 x mounting washer.

Note: This slim profi le 
chain fi ts the Quik-locks.

MOUNTING WASHER
TE12M80

Used for bolting safety 

chain to trailer drawbar

HI-TENSILE D SHACKLE 11MM
TE12M90

ANTI LOSS INSERT
TE12M45 / TE12M45P (blister pack)

Innovative design stops 

the shackle body from 

falling out so no more 

lost D Shackles.

Ideal for safety chains.

Fits any chain 

14.5-16mm.

UV resistant.

23mm

23mm

3/8” STAINLESS STEEL SHACKLE 
(WITH CAPTIVE ANTI-LOSS PIN)

TE12M85 /
TE12M85P (blister pack)

This CM designed shackle 

has a captive pin, which means 

it can’t fall out, saving time 

and money. 

Plus, with a larger 23mm 

opening, CM’s shackle also fi ts vehicles 

with heavier 22mm (7/8”) thick drawbars. 

Tested, certifi ed NZS5467 and stamped 2.5 tonne.

Test certifi cate available.

Made from long-lasting, polished stainless steel 

316, will not rust or corrode.

ANTI-LOSS SAFETY CHAIN 
(400MM) 
TE12M91 / TE12M91P (blister pack)

23mm

400mm chain

1 x 3/8” stainless steel 

shackle with captive 

anti-loss pin, rated 

@2.5tonne (TE12M85)

1 x anti-loss insert

1 x mounting washer

New wider opening 23mm

Capacity 2000kg

Destruction tested to 6500kg

Marked NZS5467 & MTM2T

Test certificate available

(Chain not included)

PART NO LENGTH
BLISTER 
PACK

TE12M81 400mm No

TE12M81P 400mm Yes

TE12M81-11 440mm No

TE12M81-12 480mm No

TE12M81-14 560mm No
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NO MORE LOST PINS!

NO MORE LOST OR 
STOLEN SHACKLES


