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PART NO NO. OF
LEAVES

CAPACITY PER 
SET (4 SPRINGS)

A B C D E WIDTH FINISH

TE7TE1500-ES 3 1500kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE1500-ESG 3 1500kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

TE7TE2000-ES 4 2000kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE2000-ESG 4 2000kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

TE7TE2000-ESL 5 2000kg 1660mm 950mm 155mm 360mm 825mm 50mm Painted

TE7TE2500-ES 5 2500kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE2500-ESG 5 2500kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

TE7TE3000-ES 6 3000kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE3000-ESG 6 3000kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

TE7TE3000-ESL 5 3000kg 1660mm 950mm 155mm 360mm 825mm 50mm Painted

TE7TE3500-ES 7 3500kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE3500-ESG 7 3500kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

TE7TE3500-ESL 6 3500kg 1660mm 950mm 155mm 360mm 825mm 50mm Painted

TE7TE4000-ESL 5 4000kg 1660mm 950mm 155mm 360mm 825mm 50mm Painted

PART NO NO. OF
LEAVES

CAPACITY PER 
SET (4 SPRINGS)

A B C D E WIDTH FINISH

TE7TE1500-ESF 3 1500kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE2000-ESF 4 2000kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE2500-ESF 5 2500kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE3000-ESF 6 3000kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE3500-ESF 7 3500kg 1345mm 775mm 130mm 270mm 660mm 50mm Painted

TE7TE1500-ESFG 3 1500kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

TE7TE2000-ESFG 4 2000kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

TE7TE2500-ESFG 5 2500kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

TE7TE3000-ESFG 6 3000kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

TE7TE3500-ESFG 7 3500kg 1345mm 775mm 130mm 270mm 660mm 50mm Dacromet

EYE – SLIPPER TYPE EQUALISING

MOUNTED ON A FRAME

EYE-SLIPPER ROCKER
TE7TE1RU-Bolt Kit 

sold separately
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Grade 8.8 M20HT bolt locked – 

cannot rotate in cradle. Nylon bushes 

fi tted for longer life. SG Iron castings.

CM have the above standard short series of springs 

available with all the mountings welded to 60mm x 

60mm angle iron frames. Ideal for welding or bolting 

to trailer chassis. The frames are available either self 

colour or galvanised for marine use.


