SLIMLINE LED COMBINATION TAIL LAMPS

BL190

Slim line design — multif

Dimensions: 191mm x 4
28mm height

Fully ADR-compliant
Twin Blister Pack

Functions: Stop/tail/lndic
Reflector

Voltage: 10-30V DC Variv
Surface mount or screw o

Supplied in twin packs

With a smart slimline design, the BL190 series are robust multifunction
lamps that can be mounted in areas where space is limited. The lamps use
Varivolt® 10-30V circuit technology and incorporate stop, tail, indicator,
reflector with a model incorporating reverse. The high output SMD LED
technology together with the smart optic design enables these lamps

to comply with all the above functions with their slimline dimensions.
Excellent for trailers / utilities and commercial / industrial applications.

Tough polycarbonate lens

r—49mm—T

Environmental protection

PART NO |CABLE LENGTH ‘ REVERSE

BL190 300mm No

190mm

i

BL190R |300mm Yes

28mm

MULTI-VOLT SUBMERSIBLE LED TAIL LAMPS

BL100 SERIES

LED Stop, Tail, Indicator, Low-profile
reflector and option with 104mm X 9¢
number plate light

New Multimount™
stud or screw mounting
system

Stylised optics to suit
modern vehicle types

LED Stop, Tail,
Indicator with
integrated
reflector,
featuring 16
high-reliability LEDs
the advanced optics
provide Full Form Signal
[llumination for increased
safety and awareness.
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MULTI-VOLT SUBMERSIBLE LED COMBINATION TAIL LAMP

BL160

High impact polycarbonate lens

Multi volt 10-32V Varivolt™

Current @ 12V DC Stop: 2W: Tail: 0:5W
IP67 hermetic sealing

150mm x 80mm x 22mm

Complies with ADR

www.cmtrailerparts.co.nz 03 308 9918

LED Stop, Tail,
Indicator with
integrated reflector,
featuring 16 high
reliability LEDs the
advanced optics
provide Full Form Signal
[llumination for
increased safety and
awareness.
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