
FULL PROTECTED AGAINST 
Excessive operating temperature.
Electrical systems voltage spikes.
Excessive current.
Water ingress.
Mechanical shock and vibration. 
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The unit automatically detects the voltage from the 
towing vehicle eg: If  the tow vehicle is 24 volt the 
output is reduced to 12 volt. 

If  the tow vehicle is 12 volt the  output remains 12 volt. 

12 VOLTS IN = 12 VOLTS OUT

24 VOLTS IN = 12 VOLTS OUT

VOLTAGE REDUCER

NOTE: Suitable only for  trailer lighting.

CHARGE EQUALISER 24 VOLT DC 
to 

12 VOLT DCIdeal for when wanting to take power from one 12 volt battery on a 
24 volt vehicle.

The charge equaliser balances the charge rate of two 12 volt 
batteries in series by monitoring the voltage at the terminals of the 
two batteries, and dividing the charging / discharging current equally 
between the two to ensure equal charging / discharging of both 
batteries. 

Failsafe 12 volt supply.

Total power output: 240 watts

Load rating continuous: 20 amps

Load rating peak: 200+ amps

Dimensions: 200mm (l) x 135mm (w) x 75mm (h)

Approx weight: 1.0 kg

Applications
Electric brakes
Electronic and communication equipment

!

!

PLEASE NOTE: ALL SPECIFICATIONS AND DIMENSIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTIFICATION

LED WIRING HARNESS

The inline Harness eliminates pulse interference 
commonly found on modern European vehicle 
electrics, which interfere with LED lighting on trailers.

Simply install between the trailer connector and  
vehicle wiring.

ELECTRICAL 131

TE5VRM-AS

TE5CE20

TE17AH17

PLEASE NOTE: ALL SPECIFICATIONS AND DIMENSIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTIFICATION

ELECTRICAL130

CM Trailer Equipment are the exclusive importers of  
the Brite LED Tech range of Monocrystalline Solar 
Panels. Built tough to suit New Zealand conditions.

ŸMonocrystalline Construction - the most efficient, 
longer lasting solar panels available.

ŸAnodized Aluminium Frame.

ŸTempered Glass.

ŸUp to 25 Year Performance Warranty.

ŸFolding Panels Come Complete with Zip Lock 
Carry Bag.

Ÿ40w, 80w & 120w Folding Panels Come Complete 
with 12/24v Regulator.

SOLAR PANELS

REGULATORS 
ŸOverload protection.
ŸShort circuit protection.
Ÿ12/24 Volt.
ŸOver charge protection.
ŸAnalogue or LCD display.
Ÿ5 sizes available from 12amp to 45amp.

BATTERIES
ŸLead acid.
Ÿ5 year design life.
ŸSealed construction.
ŸNon spillable.
ŸStrong ABS construction.

80watt folding panel 
shown with carry case

40 to 120watt Folding Panels
(40watt shown)

40 to 120watt 
Flat Panels
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